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APPENDIXES N–O TO PART 51 
[RESERVED] 

APPENDIX P TO PART 51—MINIMUM 
EMISSION MONITORING REQUIREMENTS 

1.0 Purpose. This appendix P sets forth the 
minimum requirements for continuous emis-
sion monitoring and recording that each 
State Implementation Plan must include in 
order to be approved under the provisions of 
40 CFR 51.165(b). These requirements include 
the source categories to be affected; emis-
sion monitoring, recording, and reporting re-
quirements for those sources; performance 
specifications for accuracy, reliability, and 
durability of acceptable monitoring systems; 
and techniques to convert emission data to 
units of the applicable State emission stand-
ard. Such data must be reported to the State 
as an indication of whether proper mainte-
nance and operating procedures are being 
utilized by source operators to maintain 
emission levels at or below emission stand-
ards. Such data may be used directly or indi-
rectly for compliance determination or any 
other purpose deemed appropriate by the 
State. Though the monitoring requirements 
are specified in detail, States are given some 
flexibility to resolve difficulties that may 
arise during the implementation of these 
regulations. 

1.1 Applicability. The State plan shall re-
quire the owner or operator of an emission 
source in a category listed in this appendix 
to: (1) Install, calibrate, operate, and main-
tain all monitoring equipment necessary for 
continuously monitoring the pollutants 
specified in this appendix for the applicable 
source category; and (2) complete the instal-
lation and performance tests of such equip-
ment and begin monitoring and recording 
within 18 months of plan approval or promul-
gation. The source categories and the respec-
tive monitoring requirements are listed 
below. 

1.1.1 Fossil fuel-fired steam generators, as 
specified in paragraph 2.1 of this appendix, 
shall be monitored for opacity, nitrogen ox-
ides emissions, sulfur dioxide emissions, and 
oxygen or carbon dioxide. 

1.1.2 Fluid bed catalytic cracking unit cat-
alyst regenerators, as specified in paragraph 
2.4 of this appendix, shall be monitored for 
opacity. 

1.1.3 Sulfuric acid plants, as specified in 
paragraph 2.3 of this appendix, shall be mon-
itored for sulfur dioxide emissions. 

1.1.4 Nitric acid plants, as specified in para-
graph 2.2 of this appendix, shall be monitored 
for nitrogen oxides emissions. 

1.2 Exemptions. The States may include pro-
visions within their regulations to grant ex-
emptions from the monitoring requirements 
of paragraph 1.1 of this appendix for any 
source which is: 

1.2.1 Subject to a new source performance 
standard promulgated in 40 CFR part 60 pur-
suant to section 111 of the Clean Air Act; or 

1.2.2 not subject to an applicable emission 
standard of an approved plan; or 

1.2.3 scheduled for retirement within 5 
years after inclusion of monitoring require-
ments for the source in appendix P, provided 
that adequate evidence and guarantees are 
provided that clearly show that the source 
will cease operations prior to such date. 

1.3 Extensions. States may allow reasonable 
extensions of the time provided for installa-
tion of monitors for facilities unable to meet 
the prescribed timeframe (i.e., 18 months 
from plan approval or promulgation) pro-
vided the owner or operator of such facility 
demonstrates that good faith efforts have 
been made to obtain and install such devices 
within such prescribed timeframe. 

1.4 Monitoring System Malfunction. The 
State plan may provide a temporary exemp-
tion from the monitoring and reporting re-
quirements of this appendix during any pe-
riod of monitoring system malfunction, pro-
vided that the source owner or operator 
shows, to the satisfaction of the State, that 
the malfunction was unavoidable and is 
being repaired as expeditiously as prac-
ticable. 

2.0 Minimum Monitoring Requirement. States 
must, as a minimum, require the sources 
listed in paragraph 1.1 of this appendix to 
meet the following basic requirements. 

2.1 Fossil fuel-fired steam generators. Each 
fossil fuel-fired steam generator, except as 
provided in the following subparagraphs, 
with an annual average capacity factor of 
greater than 30 percent, as reported to the 
Federal Power Commission for calendar year 
1974, or as otherwise demonstrated to the 
State by the owner or operator, shall con-
form with the following monitoring require-
ments when such facility is subject to an 
emission standard of an applicable plan for 
the pollutant in question. 

2.1.1 A continuous monitoring system for 
the measurement of opacity which meets the 
performance specifications of paragraph 3.1.1 
of this appendix shall be installed, cali-
brated, maintained, and operated in accord-
ance with the procedures of this appendix by 
the owner or operator of any such steam gen-
erator of greater than 250 million BTU per 
hour heat input except where: 

2.1.1.1 gaseous fuel is the only fuel burned, 
or 

2.1.1.2 oil or a mixture of gas and oil are 
the only fuels burned and the source is able 
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